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Applications:

• Thin to thick films

• Light to heavy paper

• Foils

• Nonwovens

• Carpet

• Heavy plastics

CAC’s Trim-AX™ heavy duty chopper utilizes a superior design to chop extremely light to very thick
and heavy materials.  Trim-AX is precision engineered with dual bearing support between rotor and
each bearing housing.  It’s all steel construction is manufactured using precision CNC machining
centers to ensure very tight tolerances between rotating blade and bed knife.  Vibration, noise and
maintenance is all kept to a minumum due to superior engineering, design and manufacturing practices.

Specifically designed to fit CAC’s FOX TrimAway® pneumatic waste removal systems, Trim-AX
choppers offer seamless integration with CAC’s line of pneumatic waste removal systems.  Trim-AX
may also be integrated into existing systems.

Design Features:

• Two bladed design supplies approximately 3,450 chops
  per minute with a 1,725 RPM motor

• Exceptionally stable with dual bearing support at each
  bearing housing and heavy duty construction

• Works well with FOX TrimAway®, FOX Runner™ and other
  pneumatic conveying systems

• Chopped edge trim is much easier to convey than continuous
  length of trim, allowing for a very long (200+ feet) pneumatic
  conveying lengths

• Chopped edge trim takes up less space in collection
  methods. Waste handling and emptying of 
  collection methods will decrease with
  chopped edge trim.

• 2HP standard

• Built to last
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Collection Bin:

CAC’s FOX TrimAway® pneumatic conveying systems division offers several waste collection methods.  
These collection methods include systems to collect edge trim as it exits the FOX TrimAway system
while allowing the conveying air to exhaust to atmosphere.  

• Constructed of expanded metal
• Hinged cleanout door for easy waste removal
• Mounted on swivel casters for easy positioning
• Measures 36” W x 72” L x 48” H
• 72 Cubic feet of capacity

FOX TrimAway’s air separator allows conveying air to exhaust to atmosphere while edge trim or other
waste “gravity feeds” through the bottom of the unit.  It is constructed of expanded metal and is
approximately 39” W x 39” x L x 39” H with a 10” diameter opening at the bottom.

Collection Methods

Collection Bags:

For more information on collection methods, visit:
www.converteraccessory.com/waste

ethods, visit:

Drawstring closure

144”

Velcro closure

Round bottom
Standard = 30” diameter
Large = 60” diameter

Collection bags

Collection bin

• Nylon construction
• 4“ Diameter top opening with string closure
• Velcro opening for easy cleanout
• Two sizes available
• Standard = 30” diameter
  (at base) x 72” long
• Large = 60” diameter
  (at base) x 144” long

Nylon mesh
construction

Air separator

Expanded metal
sides and top

72”


