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TITLE

 ADJUSTA-PULL MOUNTING BRACKET

MODEL: APB12

SIZE

A

DATE

DWG NO

               18503-237B

REV
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WIND GAP, PA 18091

FILE

MEMAST

CONVERTER ACCESSORY CORP.

DRAWN QUOTE NO.

WWW.CONVERTERACCESSORY.COM

NOTE:

1) LEFT HAND ASSEMBLY SHOWN.

2) RIGHT HAND ASSEMBLY OPPOSITE OF SHOWN.

3) BRACKET SHOWN WITH SL2 ADJUSTA-PULL MOUNTED

    (ADJUSTA-PULL SOLD SEPARATELY)

4) APPROXIMATE WEIGHT:  12 POUNDS

5) NOTES:

OPERATING SPECIFICATIONS:

MACHINE:                         

MATERIAL:                         

THICKNESS:        

WIDTH:

SPEED:

TENSION:

        

CUSTOMER:                                

APPROVED BY:                                                        DATE:      

 

THESE DRAWINGS AND SPECIFICATIONS

CONTAIN INFORMATION WHICH

CONVERTER ACCESSORY CORPORATION

CONSIDERS PROPRIETARY AND

CONFIDENTIAL. 

NO PORTION OF THIS DRAWING MAY

BE REPRODUCED OR COPIED WITHOUT

PRIOR WRITTEN PERMISSION OF 

CONVERTER ACCESSORY CORPORATION.
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