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 ADJUSTA-PULL MOUNTING BRACKET

MODEL: APBSR

SIZE
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DATE
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REV

A

WIND GAP, PA 18091

FILE
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CONVERTER ACCESSORY CORP.

DRAWN QUOTE NO.

WWW.CONVERTERACCESSORY.COM

NOTE:

1) LEFT HAND AND RIGHT HAND ASSEMBLIES SHOWN.

2) BRACKET SHOWN WITH SL2 ADJUSTA-PULL MOUNTED

    (ADJUSTA-PULL SOLD SEPARATELY)

3) APPROXIMATE WEIGHT:  17.5 POUNDS

    (+.20 POUND PER INCH OF RAIL LENGTH)

4) NOTES:

OPERATING SPECIFICATIONS:

MACHINE:                         

MATERIAL:                         

THICKNESS:        

WIDTH:

SPEED:

TENSION:

        

CUSTOMER:                                

APPROVED BY:                                                        DATE:      

 

THESE DRAWINGS AND SPECIFICATIONS

CONTAIN INFORMATION WHICH

CONVERTER ACCESSORY CORPORATION

CONSIDERS PROPRIETARY AND

CONFIDENTIAL. 

NO PORTION OF THIS DRAWING MAY

BE REPRODUCED OR COPIED WITHOUT

PRIOR WRITTEN PERMISSION OF 

CONVERTER ACCESSORY CORPORATION.
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PART# 50959-33F

ANGULAR DISPLACEMENT

ADJUSTABLE POSITION

BRAKE HANDLE

KNOB CONTROLS

ANGULAR 

DISPLACEMENT

Ø.531 MOUNTING HOLE (8)

MATERIAL DIRECTION

WEB WIDTH

9.94

11.42

7.65

3.000                MOUNTING HOLES=WEB WIDTH+16.75 MIN.

               OVERALL  LENGTH=WEB WIDTH+23.75 MIN.

3.000

KNOB CONTROLS

NIP ROLL

PRESSURE

7.32

WEB PASS LINE
.500

14.250 (9.000 FACE) O.A.L.

11.250 (6.000 FACE) O.A.L.
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