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OPERATING SPECIFICATIONS:

MACHINE:                         

MATERIAL:                         

THICKNESS:        

WIDTH:          

SPEED:  

TENSION:   

CORE SIZE:

MAXIMUM ROLL DIAMETER:

MAXIMUM ROLL WEIGHT:

 

       

CUSTOMER:                                

APPROVED BY:                                                         DATE:      

 

THESE DRAWINGS AND SPECIFICATIONS

CONTAIN INFORMATION WHICH

CONVERTER ACCESSORY CORPORATION

CONSIDERS PROPRIETARY AND

CONFIDENTIAL. 

NO PORTION OF THIS DRAWING MAY

BE REPRODUCED OR COPIED WITHOUT

PRIOR WRITTEN PERMISSION OF 

CONVERTER ACCESSORY CORPORATION.
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PART NUMBER: 39269-111

CAPTURE PLATE

PLATE TRAVEL: 1.25" TO OPEN / CLOSE

INSERT SIZE:

SQUARE: .875 - 1.500

DIAMOND: .937 - 1.187

ROUND: Ø1.250 - Ø1.625

TRIANGLE: 

UP TO Ø1.625 SHAFT

WITH RADIUSED CORNERS

SHAFT POCKET 1.250 DP.

DESIGN PARAMETERS:

CAPACITY: 1500 POUNDS EACH, 3000 POUNDS / PAIR

APPROXIMATE WEIGHT: 49 POUNDS EACH

.562 MOUNTING HOLE

4-HOLES ON A Ø7.000 B.C.

AT 90° APART

NOTES:

8.500

7.000 BOLT CIRCLE

5.000 BODY DIAMETER

90°

6.400Ø

2.858

5.324

8.851

13.780

.500

4.929

5.000Ø

1.500Ø

FLANGE MOUNTING PLATE

CHUCK BODY

DRIVE / BRAKE SHAFT

.375 KEYWAY BY 4.50"LONG
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